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No. 237] NEW DELHI, THURSDAY,  APRIL 12, 2018/CHAITRA  22,  1940 नागरनागरनागरनागर    िवमाननिवमाननिवमाननिवमानन    म�ंालयम�ंालयम�ंालयम�ंालय    अिधसचूनाअिधसचूनाअिधसचूनाअिधसचूना        नई �द�ली, 12 अ
ैल, 2018 सा. का. सा. का. सा. का. सा. का. िन. िन. िन. िन. 333366665555(अ(अ(अ(अ).).).).—िवमानन मं�ालय (िवमान 
चालन� क� र�ा हतुे ऊंचाई 
ितबंध) िनयम 2015 का और संशोधन करने के िलए, कित पय िनयम� का िन�िलिख त 
ा�प, िजसे क�  ीय सरकार, वायुयान अिध िनयम, 1934 क� धारा 9क के साथ प!ठ त धारा 5 क� उपधारा (1) और उपधारा (2) के खंड (ण) #ारा 
द$ शि& य� का 
योग करते )ए, बनाने का 
+ताव करती है, उ& अिध िनयम क� धारा 14 क� अपे�ा अनुसार, उन सभी /ि& य� क� जानकारी के िल ए, िजनके उसे 
भािवत होने क� संभावना है, 
कािश त करती ह ैऔर सूचना दी जाती ह ै�क उ& 
ा�प िनयम� पर, उस तारीख से, जब उस राजप� क�, िजसम� यह अिध सूचना 
कािश त क� गई थी, 
ितयां जनता को उपल3ध कराई जाती ह5, तीस �दन क� अविध  क� समाि6  के प7ात िवचार �कया जाएगा:   उ& 
ा�प िनयम� के संबंध म�, ऊपर िविन8द9 : अविध  के भीतर, �कसी /ि&  से 
ा6 अपे�ा; और सुझाव� पर इस मं�ालय #ारा िवचार �कया जाएगा:   तकनीक� औिच >य #ारा स?यक �प से सम@थ9 त आपे� या सुझाव, य�द कोई ह�, अवर सिचव, भारत सरकार, बी 3लॉक, राजीव गांधी भवन, नई �द�ली - 110003; ईमेल आईडी: soaai.moca@nic.in को संबोिधत �कया जा सकेगा । �ा�प�ा�प�ा�प�ा�प    िनयमिनयमिनयमिनयम    

1 (1) इन िनयम� का संि� 6 नाम नागर िवमानन मं�ालय (िवमान 
चालन क� सुर�ा के िलए ऊँचाई 
ितबंध) संशोधन िनयम, 2018 कहा ह।ै (2) ये शासक�य राजप� म� उनके अंितम 
काशन क� तारीख को 
वृ$ ह�गे। 2.2.2.2. नागर िवमानन मं�ालय (िवमान 
चालन� क� सुर�ा के िलए ऊँचाई 
ितबंध) िनयम, 2015, म� - (क) िनयम 8 के उप-िनयम (2) के िलए, िन�िलिखत को 
ित+थािपत �कया जाएगा, अथा9त् :- "(2) रेिडयो बारंबारता आवंटन के बारे म� +थायी सलाहकार सिमित आवेदन को भारतीय िवमानप$न 
ािधकरण या र�ा 
ािधका!रय� को अHेिषत करेगी, जैसा �क लागू ह।ै रेिडयो बारंबारता आवंटन पर +थायी सलाहकार सिमित और भारतीय 
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ािधकरण क� अनापि$ 
माणप� आवेदन 
णाली के सव9र एक�कृत ह5। भारतीय िवमानप$न 
ािधकरण, रेिडयो बारंबारता आवंटन सिचवालय पर +थायी सलाहकार सिमित को ऑनलाइन अनापि$ 
माणप� जारी करेगा"; (ख) िनयम 9 के उप-िनयम (1) म�, "अहमदाबाद तथा नागपुर हवाई अJ"े श3द� के +थान पर, "अहमदाबाद, नागपुर हवाईअJे और �कसी भी अKय काया9लय म�, िजसे समय-समय पर भारतीय िवमानप$न 
ािधकरण #ारा अिधसूिचत �कया जा सकता ह"ै रखा जाएगा ; (ग) िनयम 9 के प7ात, िन�िलिखत िनयम अंतः+थािपत जाएगा, अथा9त :- "9 (ए) (1) िविधमाKयता और नवीकरण.- अनापि$ 
माणप� क� िविधमाKयता जारी होने क� तारीख से आठ वष9 होगी। मू�यांकन के िबना एक बार नवीकरण क� अनुमित चार वष9  तक हो सकती ह:ै  परंतु �क संिनमा9ण काय9 
ारंभ हो गया और इस तरह के अनुरोध को अनापि$ 
माण प� क� िविधमाKयता क� समाि6 के छह महीने के भीतर बनाया गया ह ैऔर Nवंलब के कारण प!रि+थितय� के कारण ह ैजो िवकासकता9 के िनयं�ण से परे ह5।  (2) अगर पुन@व9लोकन या अपील के प7ात अनापि$ 
माणप� को पुनरीि� त �कया जाता ह,ै तो अनापि$ 
माण प� क� िविधमाKयता संशोिधत 
माण प� के जारी होने क� तारीख से आठ वष9 होगी:  परंतु ऐसे मामले म� जहां अनापि$  
माण प� क� 
ारंिभक िविध अविध  म� िनमा9ण काय9 
ारंभ नहP �कया गया ह,ै नवीकरण पर िवचार नहP �कया जाएगा और इन िनयम� के उपबंध� के अनुसार ऐसे भवन� या संिनमा9ण क� ऊंचाई पुन: िनधा9!र त �क या जाएगा।” ((((घघघघ)))) िनयमिनयमिनयमिनयम    16 16 16 16 म�म�म�म�::::----    I. "भवन के मामल� के िलए आठ वष9 तथा मUतूल, िचमनी तथा िनयं�क टावर के िलए बारह वषX क� अनुमान वैधता अविध के दौरान”, श3 द� के +थान पर "अनापि$ 
माण प� क� िविधमाKयता अविध के दौरान, नवीकरण अविध सिहत,", श3द रखे जाएंगे। II. परंतुक का लोप �कया जाएगा। (ङ) िनयम 16 के पU चात, िन? निलिखत िनयम अंतः+थािपत �कया जाएगा, अथा9त :-  "17. सटीकता क� अपे�ा- साइट उYता के िलए सटीकता क� अपे�ा 05 मीटर एएमएसएल होगी। िवZ भू-गिणतीय 
णाली-84 के िलए सटीकता डीडी एमएम एसएस एसटी के 
ा�प म� सेकंड का 1/10 वां भाग ह ैऔर ि+थित सटीकता 3 मीटर के भीतर होनी चािहए। साइट ऊंचाई और संरचना; /भवन� क� ऊपरी ऊंचाई के िलए 0.5 मीटर एएमएसएल सटीकता अपेि�त होगी।" (च) अनुसूची I म�:-   I. खंड 1.2 म�, "हाईट�शन", श3द के बाद, "भारतीय िव[ुत िनयम, 1956 म� यथा प!रभािषत" अंत: +थािपत �कया              जाएगा;  II. खंड 3.1 के +थान पर िन�िलिखत रखा जाएगा, अथा9त :-  "अ>यिधक उY आवृि$ ओमनी र�ज (वीओआर) / कोलोकेटेड दरूी माप उपकरण (डीएमई) और ब)त उY आवृि$ �दशा खोजकता9 (वीएचएफ डीएफ): डीओवीआर / डीएमई के िलए डीओवीआर काउंटर संतुलन के क�   से 300 मीटर ि�\या के भीतर भूिम �े� और वीएचएफ के िलए ऐKटेना डी.एफ". III. खंड 3.2.4 के +थान पर, िन�िलिखत रखा जाएगा, अथा9त :-  “पैरा 3.2.4:  प!रिश] ट ‘के’, अनुसूची 8 म� �कए गए िच�ण के अनुसार एलएलजैड एंटीना के पृ] ठ भाग के �े� का िव+ तार 20 मीटर तथा दसूरी तरफ संरचना से जुड़ी एक लाइन के म^ य से 60 मीटर  होना चािहए तथा यह एलएलजैड एंटीना क� संरचना क� एक लाइन के साथ असमांतर भुज म� िघरा होना चािहए तथा दसूरे एं!टना के पृ] ठ भाग क� समानांतर लाइन म� िव+ ता!रत रनवे क� म^ य रेखा से  एक तरफ 20 एवं दसूरी तरफ 45 मीटर होना चािहए।”  IV. खंड 3.8 के +थान पर, िन�िलिखत रखा जाएगा, अथा9त :- 



¹Hkkx IIµ[k.M 3(i)º Hkkjr dk jkti=k % vlk/kj.k 3  पैरा 3.8: माइ_ोवेव Nलंक / अ�`ा हाई a�b� सी (यूएचएफ) Nलंक: �ैितज समतल म� दिृ: क� सीधी रेखा के दोन� तरफ 30 मीटर के आयाम और दिृ: क� सीधी रेखा से 10 मीटर नीचे ि+थत दो Nलंक साइट� के बीच गिलयारे के भीतर ऊ^वा9धर समतल म�।" V. खंड 3.9 का लोप �कया जाएगा;  VI. खंड 3.10 के +थान पर, िन�िलिखत रखा जाएगा, अथा9त :- “पैरा 3.10: एनडीबी / लोकेटर / एन-�ट 
काश + त? भ : एK टीना के म^ य से 60 मीटर के घेरे म� भू �े�” VII. खंड 3.11 के +थान पर, िन�िलिखत रखा जाएगा, अथा9त :-  "पैरा 3.11: उY आवृि$ (एचएफ) !रमोट !रसीवर: !रमोट !रसीवर +टेशन म� +थािपत सभी एचएफ !रसीवर एंटीना के Kयूनतम 1525 मीटर क� दरूी तक भूिम �े�।"; VIII. खंड 3.12 म�, श3द�, "आटोमे!टक िडप�ड�स स@व9लांस – dॉडका+ट (डीएमई / एडीएस-बी)” का लोप �कया जाएगा।  IX. खंड 3.14 म� (क) ''होगी'' श3द के +थान पर , "ह"ै श3द रखा जाएगा, और (ख) "राडार ऐKटेना", श3द� के +थान, "संदभ9 `ांसमीटर एंटीना" श3द रखे जाएंगे;  X. खंड 3.15 म�   (क) ''होगी'' श3द के +थान पर, "ह"ै श3द रखा जाएगा, और (ख) "रडार ऐKटेना", श3द� के +थान पर, "एमएलएटी स�सर एंटीना" श3द रखे जाएंगे; XI. खंड 3.16 के +थान पर, िन�िलिखत रखा जाएगा, अथा9त :- “3.16: Hाउंड आधा!रत आवध9न 
णाली रैa� स !रसीवर / जीबीएएस वीबीडी िनगरानी + टेशन / इंिडयन ल5ड अपNलंक + टेशन (आईएनएलयूएस): एंटीना से 400 मीटर के दायरे म� ि+थत भू �े�।” XII. खंड 3.17 के +थान पर, िन�िलिखत रखा जाएगा, अथा9त :-  “पैरा 3.17: Hाउंड आधा!रत आवध9न 
णाली वीएचएफ डटेा dॉडका+ ट (जीबीएएस वीडीबी) + टेशन:  इस + थल के 300 मीटर अध9e यास के भीतर भूिम �े�।” XIII. खंड 3.18 के +थान पर, िन�िलिखत रखा जाएगा, अथा9त :- “पैरा 3.18: भारतीय रा] ̀ ीय रेफर�स + टेशन (आईएनआरईएस):  gटीना के 100 मीटर अध9e यास के भीतर भूिम �े�।” XIV. खंड 3.20 के प7ात, िन�िलिखत खंड अंत:+थािपत �कया जाएगा, अथा9त :-  “पैरा 3.21: आरसीएजी/आटोमे!टक िडप�ड�ट िनगरानी - dॉडका+ ट (एडीएस-बी) :- एंटीना से 300 मीटर क� दरूी तक एंटीना बेस के 3 मीटर नीचे जमीन तक �कसी अवसंरचना क� अनुhा नहP दी जाएगी।” XV. सारणी  1.1 म� श3 द ‘एरोiोम’, जहां पर आता ह,ै के + थान पर 'एरोj लेन' श3 द  रखा जाएगा; XVI. मद संk या 4 x) (क) म�, संk या ‘200’ के + थान पर संk या '175' रखी जाएगी;  XVII. मद संk या 4 x) (ख) म�, संk या ‘200’ के + थान पर संk या '175' रखी जाएगी; XVIII. मद संk या 4 xiii) (ग) म�, (क) श3द� ''लोकेटर'' श3द का लोप �कया जाएगा, और (ख) संk या ‘1853’ के + थान पर संk या '1852' रखी जाएगी;    (छ) अनुसूची 2 म�   
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(i) 'उlेU य' के +थान पर िनि? न िलिखत  रखा जाएगा :- ''उlेU य'' -  संरचना के िलए ऊंचाई या +वीकाय9 ऊंचाई,  िजसे अनापि$ 
माण प� 
दान करने क� अपे�ा ह,ै क� गणना अंतरा9mीय नागर िवमानन संगठन (आईसीएओ) उपाबंध 14 अ^याय 4 बाधा 
ितबंध और हटानस, अनुलnक 10 वॉ�यूम I रेिडयो नेिवगेशन ऐoस और आईसीएओ पीएएनएस-ओपीएस डॉp यूम�ट 8168, खंड II (िवजुअल एंड इं+qम�ट rलाइट 
ोिसजस9 का िनमा9ण), आईसीएओ डॉp यूम�ट 9905 अपेि�त नेिवगेशन 
दश9न 
ािधकरण अपेि�त (आरएनपी एआर) पुि+तका, िडज़ाइन, माKयकरण, अनुमोदन और उपकरण उड़ान 
�_या; के 
वत9न पर डीजीसीए के �दशािनदsश और �कसी भी अKय संबंिधत आईसीएओ द+तावेज़, जो 
कािशत अथवा 
+ तािवत द+ तावेज दिृ:कोण 
�_या; के िविभK न खंड� क� K यूनतम ऊंचाइय� के िलए 
चालन आवU यकता; को प!रभािषत करता हो, के आधार पर क� जाएगी।'' 
(ii) सारणी 2.2 म� :- 

(क)  +तंभ 2 म�, श3 द 'एरोiम’ के + थान पर श3 द 'हवाई जहाज़' रखा जाएगा। 
(ख)  सारणी क� कोिशका; म� संलn शतu, जो "*" और "**" #ारा िन8द9: ह5, सारणी म� उनके िववरण के साथ, जहां भी वे �दखाई दते ेह5, का लोप �कया जाएगा। 
(ग) एक +तंभ, अथा9त "उ^वा9कार खvड (मीटर)", +तंभ के प7ात "
ेिसजन ए
ीच रनवे - सेकंड सेpशन ल?बाई (मीटर) और ढलान" िन? नानुसार अंत:+थािपत �कया जाएगा:  कोड संk या 1 2 3 4 �ैितज सेp शन (मीटर) - - 8400 8400 

(iii) सारणी 2.3 और सारणी 2.4 म�, "एयरोiम", श3द के िलए, जहां कहP भी �दखाई दतेा ह,ै "एरोjलेन", श3द रखे जाएंगे; 
(iv) सारणी 2.4 म� शीष9क ''गैर-उपकरण रनवे'' और उप-शीष9क, “रेिडयस (मीटर)” के अंतग9त कोड स. 2 और के सम�, संkया "2000" के +थान पर संk या "2500" को रखा जाएगा। 
(v)    खंड 1.4.1.2 म�, ''दो अंितम छोर पर'' श3 द� से पहले ''रनवे के'' श3 द अKतः +थािपत �कये जाएंगे;  
(vi) खंड 1.5.1 म�, ''ऊ^वा9कार +तर के ल?ब के �प म�” श3 द� के प7ात्, ''तथा 300 मीटर क� ऊंचाई तक” श3 द  रखे जाएंगे;  
(vii) खंड 1.6.6 लोप �कया जाएगा,  
(viii) खंड 1.7.1.3 के प7ात, खंड िन? नानुसार अंत:+ थािपत �कया जाएगा :  "1.7 बाहरी सं_मणकालीन सतह 1.7.1 सतह� म� अचानक ऊ^वा9धर प!रवत9न से बचने के िलए, शंbाकार सतह� से परे सतह� क� तथा 150 मीटर से 300 मीटर क� +वीकाय9 ऊंचाइय� के बीच प)चं के �कनार� से 1: 7 पर ितरछी ढलान होगी।  (उदाहरण के िलए अनुसूची 8 का प!रिश:-बी दखे�)।";    (x) खंड 2 म�, िन? निलिखत अंत:+थािपत �कया जाएगा,         “सीएनएस उप+ कर� के स@व9स वो� यूम क� सीमा सीएनएस सुिवधा से 20 �कमी क� अिधकतम दरूी तक होगी, आईएलएस लोकलाइजर के मामले को छोड़कर जहां यह सीमा 35 �कमी तक िव+ ता!रत ह।ै”   



¹Hkkx IIµ[k.M 3(i)º Hkkjr dk jkti=k % vlk/kj.k 5    (xi) खंड 2.5.1.1 के +थान पर िन? निलिखत रखा जाएगा, अथा9त:- “2.5.1.1: िविश] ट राडार +थल से 500 मीटर से आगे अनुमKय ढांच� क� उंचाई को 0.05 मी0 
ित मी0 क� दर से उस िबKद ुतक बढाया जा सकता ह ैजहां �क अनुमत ढांचे क� उंचाई अिधकतम दरूी पर (राडार +थल से) Kयूनतम सेpटर उंचाई के 10% िबKद,ु या उसी सेp टर म� िभK न दरूी पर �कसी अK य नािमत एमएसए, जो भी ि�ितज से िनकट हो,  से एंटीना +त?भ के म^य िनधा9!रत रेखा से उपर नहP िनकले। उपर बताए गए िबKद ुसे आगे अिधकतम दरूी पर (राडार +थल से) Kयूनतम सेpटर उंचाई के 10% Nबंद ुसे, या उसी सेp टर म� िभK न दरूी पर �कसी अK य नािमत एमएसए, जो भी ि�ितज से एंटीना + तंभ के क�   से िनकट हो,  आगे �कसी भी व+ तु को िनकलने क� अनुमित नहP होगी। (उदाहरण के िलए अनुसूची 8 के संल� नक-ग का संदभ9 ल�)।   (xii) खंड 2.5.1.1 म�, ‘!टjपणी’ के +थान पर िन�िलिख त रखा जाएगा, अथा9त: “!ट jपण 1: िविभK न �े�� म� िविभK न एमएसए के साथ सेिवत हवाईअJ ेके मामले म�, नीचे के एमएसए के िनकटवत� �े� म� 5 एनएम का बफर लागू होगा।  !टjपण 2: वायरलेस/मोबाइल संचार एK टेना म+ तूल, झंडे/िबजली के खंभे, जो राडार एK टेना से 2 �कमी से अिधक दरू ह5, उK ह� एएसआर से पृथक माना जाएगा।   !टjपण 3: टीवी टावर तथा अK य ऊंची टावर/िचमिनयां आ�द, क� जांच उपयु9p त पैरा 2.5.1 के अनुसार जारी रहगेी।” (xiii) खंड 2.5.2.2 के +थान पर िन�िलिखत रखा जाएगा, अथा9त: “2.5.2.2: ब) राडार 
णाली के 
चालिनक तथा एक�कृत �कए जाने के प7ात एक�कृत 
णाली म� अनुमत अिधकतम ऊँचाई पर आवेदक के िलए ऊँचाई क� गणना हतुे िवचार �कया जाएगा। तथािप, राडार िन]पादन आवUयकता क� दिृ: से, संरचना; क� जाँच-पड़ताल क� जानी होती ह,ै त>पचात यह सुिनि7त �कया जाता ह ै�क राडार के काय9 िन]पादन म� कोई कमी न हो। क.   पैरा 2.5.1 के अनुसार �कसी भी एएसआर के एक �क.मी. के भीतर 
णाली, संरचना; क� जाँच संबंिधत रडार (एएसआर/एमएसएसआर) से क� जाएगी । ख.   पैरा 2.5.1 के अनुसार सभी रडार (एएसआर/एमएसएसआर) से एक से अिधक �कK तु �कसी भी रडार (एएसआर/एमएसएसआर) से एक और दो �क.मी. के बीच धातुई संरचना; क� जाँच संबंिधत रडार (एएसआर/एमएसएसआर) से क� जाएगी । ग. सभी रडार� (एएसआर/एमएसएसआर) से एक �क.मी. के आगे, �कंतु �कसी भी रडार (एएसआर/एमएसएसआर) से एक से दो �कमी के बीच धातुई संरचना; क� जांच पैरा 2.5.1 के अनुसार संबंिधत रडार (एएसआर/एमएसएसआर) से क� जाएगी।  घ.  सभी राडार� (एएसआर/एमएसएसआर) से दो �क.मी. से आगे क� व+ तु; के संबंध म�, एक�कृत तथा 
चालिनक एएसआर +थल� के बीच उYतम अनुमत ऊॅचाई को पैरा 2.5.1 के अनुसार अनुमित दी जाएगी । !टjपण-1: पूव9बिलत सीम�ट कं_�ट (आरसीसी) संरचना को भी धातुई संरचना माना जाएगा।  !टjपण-2 : उपयु9& मानदvड  िवKडफा?स9, तथा ईएचटी/एचटी लाइन� के िलए लागू नहP होगा।” (xiv) खंड 2.6 के +थान पर िन�िलिखत रखा जाएगा, अथा9त: “पैरा 2.6: िवशेष राडार से 200 मीटर से बाहर अनुमत ढांचा क� उंचाई उस िबKद ुतक हर मीटर से 0.05 मीटर क� दर से बढाई जा सकती ह,ै िजस िबKद ुम� एंटीना पेड+टल के म^ य Nबंद ुके नीचे 5 मीटर से, 0.5 िडHी से अिधक क� उँचाई का एक कोण अनुhेय ढांचे क� उँचाई से बाहर िनकला )आ ना हो या िपछली उडान िनरी�ण के दौरान एंटीना के झुके )ए कोण के बराबर के कोण हो, इसम� से जो भी उंचा कोण हो । उपर िन8द9] ट िबKद ुसे अिधक एंटीना पेड+थल से 0.5 िडHी के एक कोण  पर खPची गई लाइन के उपर या िपछले उड़ान िनरी�ण के दौरान एंटीना के झुके )ए कोण के बराबर, इसम� से जो भी उँचा हो, से बाहर िनकलती )ई कोई िवशाल व+तु क� अनुमित नहP दी जाएगी । (िच� के िलए अनुसूची 8 का प!रिश:-घ दखे�) (xv) खंड 2.6.1 को, िन? निलिखत #ारा 
ित+ थािपत �कया जाएगा, नामत:  ‘‘पैरा 2.6.1:  मोनोjलस सेकेvडरी स@व9ल�स राडार/सेकेvडरी स@व9ल�स रडार (एमएसएसआर/ एसएसआर)  



6       THE   GAZETTE   OF  INDIA : EXTRAORDINARY              [PART II—SEC. 3(i)] क. कोलोके!टड एमएसएसआर/एसएसआर हतुे: हवाई िनगरानी रडार/हवाई माग9 िनगरानी रडार िजसके साथ उसे कोले!टड �कया गया है, के समान।  ख. + ट�डएलोन एमएसएसआर/एसएसआर के िलए: 
चालिनक 
योग के अनुसार (ए
ोच/माग9+ थ)’’  (xvi) खंड 2.7 के +थान पर िन�िलिखत रखा जाएगा, अथा9त:  ‘‘2.7 – !रमोट कं`ोल एयर टू Hाउंड क? युिनकेशन (आरसीएजी)/+ वचािलत िडप�ड�स स@व9लेस – dॉडकॉ+ ट (एडीएस-बी)  आरसीएजी/एडीएस-बी एK टीना से 2 �कमी के रेिडयस तक 1.0 िडHी से अिधक के व�ट9कल एंगल पर कोई संरचना (अनुबंध-1 म� िविन8द9] ट अनुसार 300 मीटर के रेिडयस �े� के दरू ि+थत) नहP होनी चािहए।’’  (xvii) खंड 2.8.2 के +थान पर िन�िलिखत रखा जाएगा, अथा9त:  ‘‘2.8.2-200 मीटर के दरूी से परे ए-एसएमजीसीएएस रेफर�स `ांसिमटर और संब� एमएलएटीएस के बीच कॉरीडोर म� �कसी 
कार क� संरचना क� अनुhा नहP ह,ै िजसका आयम हो!रज�टल j लेन म� दिृ: क� 
> य� रेखा म� �कसी भी ओर 5 मीटर तक तथा व�ट9कल j लेन म� दिृ: क� सीधी रेखा क नीचे 5 मीटर तक हो।’’ (xviii) खंड 2.9 के +थान पर िन�िलिखत रखा जाएगा, अथा9त:  ‘‘पैरा 2.9 - भूतल आधा!रत अगम�टेशन 
णाली (जीबीएएस) !रफर�स !रसीवर/जीबीएएस वीडीबी मॉिनट�रंग +टेशन/इंिडयन ल5ड अपNलंक + टेशन (आई एन एल यू एस/ इंिडयन नेशनल रेफर�स + टेशन (आईएनआरईएस):    उपाबंध-। म� िविन8द9] ट अनुसार �े� के परे कोई भी संरचना जीबीएएस संदभ9 !रसीवर/जीबीएएस वीडीबी िनगरानी + टेशन/भारतीय ल5ड अपNलंक + टेशन (आईएनएीलूएस)/इंिडयन नेशनल रेफर�स + टेशन (आईएनआरईएस) ऐटीना 
णाली से 3 �कमी के रेिडयस म� 3.0 िडHी से अिधक के व�ट9कल कोण म� नही होना चािहए।’’  (xix) खंड 2.12 म�: क) श3 द ‘हाई ट�शन’ या ‘एचटी’, जहां कहP आते ह5, के +थान पर, ‘एp + ̀ ा हाई ट�शन/हाई ट�शन’ श3 द रख� जाएंगे। ख) ‘जा सकती ह’ै श3 द�, जहां कहP ये आते ह�, के +थान पर, ‘जाएगी’ श3 द रख� जाएंगे।  ग) खंड 2.12.2.ग के +थान पर िन�िलिखत रखा जाएगा: ‘‘वीओआर: ईएचटी/एचटी लाइन को 
ितभार पर काउंटरपोइस क�   से 0.5 िडHी से नीचे अनुमित 
दान क� जाएगी और य�द ये लाइने रेिडयल पर ह5 तो इK ह� उ>थान िडHी तक 1 िडHी तक अनुमित दी जा सकती ह।ै’’ घ) खंड 2.12.2.घ के +थान पर िन�िलिखत रखा जाएगा, अथा9त ‘‘एएसआर/एमएसएसआर, एआरएसआर तथा एमएसएसआर: 1 �कमी तक कोई एचटी लाइन तथा 2 �कमी तक कोई ईएचटी लाइन क� अनुमित नहP दी जाएगी।’’  ङ) खंड 2.12.2.घ के प7ात िन�िलिखत !टjपण रखा जाएगा: ‘‘!टjपण: पावर `ांसिमशन लाइन को सीएनएस सुिवधा/सुिवधा; से दखेे जाने पर 01 के भीतर आने पर उK ह� रेिडयल के भीतर माना जाएगा।’’ (xx) खंड 2.12 के प7ात, िन? निलिखत खंड अंतः+थािपत �कया जाएगा, अथा9त: ‘‘2.13: एनडीबी/लोकेटर: उपाबंध-1 म� िविन8द9] ट अनुसार 30 मीटर के रेिडयस �े� के परे कोई भी संरचना एनडीबी/लोकेटर एंटीना से 1 �कमी के रेिडयस तक 5.0 िडHी के व�ट9कल कोण पर + थािपत नहP होगी। 2.14: Hाउंड आधा!रत ऑगम�टेशन 
णाली वीएचएफ डाटा dॉडका+ ट (जीबीएएस वीडीबी): उपाबंध-1 म� िविन8द9] ट अनुसार 300 मीटर के रेिडयस �े� के परे कोई भी संरचना जीबीएएस वीडीबी एंटीना से 3 �कमी के रेिडयस तक 0.9 िडHी क व�ट9कल कोण पर + थािपत नहP होगी।’’ (xx) खंड 3.3 म� नोट 1;- (क) ‘‘प)चँ’’ श3 द, जहां कहP आता हो, के +थान पर, ‘‘उड़ान’’ श3 द रखा जाएगा।; 



¹Hkkx IIµ[k.M 3(i)º Hkkjr dk jkti=k % vlk/kj.k 7 (ख) ‘‘एआईपी इंिडया’’ श3 द के +थान पर ‘‘एआईपी इंिडया/एआईपी सj लीम�ट/जी सी!रज नोटेम आ�द’’ श3द रख� जाएंगे। (xxii) खंड 4.3 म� (क) ‘‘जा सकता ह’ै’ श3 द के + थान पर, ‘‘जायेगा” श3 द रखा जाएगा;  (ख) ‘‘ऐसे ढांचे + थायी 
कार के वत9मान 
ािधकृत उYतम ढांचे/भू-भाग” श3 द� के +थान पर ‘‘ऐसे (प!ररि�त) ढांचे �कसी भी 
कार के 
ाकृितक ढांचे/भूभाग’’ श3द रख� जाएंगे; (ग) ‘‘+थायी 
कार के वत9मान 
ािधकृत ढांचे/भू-भाग क� िशखर व दोन� छोर� से सुिवधा तक खPची गई रेखा के नीचे व उस बाधा के पीछे से बिह@न9वsश कर रही हो” श3 द� के + थान पर ‘‘सुिवधा से दखेने पर 
ाकृितक भूभाग के पीछे और स?बंिधत सुिवधा से भू-भाग के उYतम िशखर को वाघिव+त!रत रेखा के नीचे तथा 
+तािवत ढांचे के छोर के संरेखण म� हो’’ श3द रखे जाय�गे; (xxiii) खंड 7 (झ) म�, “म+तूल” श3द के + थान पर, ‘‘भार’’ श3 द रखा जाएगा तथा खंड 7 (ट) म�, ‘‘मा+ ट’’ श3 द के +थान पर, ‘‘भार’’ श3 द रखा जाएगा।  (ज) अनुसूची 8 म�: (i) प!रिश] ट ग और प!रिश] ट घ के +थान पर िन�िलिखत रखा जाएगा, अथा9त:- प�रिश�प�रिश�प�रिश�प�रिश�    ––––    गगगग    
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 [फा.सं. ए.वी. 24011/28/2017-ए.ए.आई.-वा.िन.म.] अ�ण कुमार, संयु& सिचव �ट प�ट प�ट प�ट पणणणण:::: मूल िनयम भारत के राजप� म� तारीख 30.09.2015 क� अिधसूचना संk या सा.का.िन 751 (अ) म� 
कािशत )ए थे और अंितम बार इK ह� भारत के राजप� असाधारण भाग 2, खंड 3, उप-खंड (i) म� 
कािशत तारीख 14 जून, 2016 के सा.का.िन 610 (अ) #ारा संशोिधत �कया गया था।     
MINISTRY OF CIVIL AVIATION 

NOTIFICATION 

New Delhi, the  12th  April, 2018 

        G.S.R.365(E).–– The following draft of certain rules to further amend the Ministry of Civil Aviation (Height 

Restrictions for Safeguarding of Aircraft Operations) Rules, 2015, which the Central government hereby proposes to 

make, in exercise of the powers conferred by sub-section (1) and clause (o) of sub-section (2) of section 5 read with 

section 9A of the Aircraft Act, 1934, is hereby published as required by section 14 of the said Act, for the 

information of all persons likely to be affected thereby; and notice is hereby given that the said draft rules shall be 

taken into consideration after the expiry of a period of thirty days from the date on which the copies of the Official 

Gazette in which this notification is published are made available to the public;  

Any objections and suggestions, which may be received from any person with respect to the said draft rules 

within the period specified below, shall be considered by this Ministry.  

Objections or suggestions, if any, duly supported with technical justification, may be addressed to the Under 

Secretary to the Government of India, ‘B’ Block, Rajiv Gandhi Bhawan, New Delhi – 110003; Email Id: 

soaai.moca@nic.in  

 

Draft Rules 

1 (1)  These rules shall be called the Ministry of Civil Aviation (Height Restrictions for Safeguarding of Aircraft 

Operations) Amendment Rules, 2018. 

 (2) They shall come into force on the date of their final publication in the Official Gazette.  
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2. In the Ministry of Civil Aviation (Height Restrictions for Safeguarding of Aircraft Operations) Rules, 2015,- 

(A) for sub-rule (2) of rule 8, the following shall be substituted, namely:- 

“(2) The Standing Advisory Committee on Radio Frequency Allocation shall forward the application to the Airports 

Authority of India or the Defence Authorities, as applicable. The servers of the Standing Advisory Committee on 

Radio Frequency Allocation and the No Objection Certificate Application System of the Airports Authority of India, 

are integrated. The Airports Authority of India shall issue the No Objection Certificate online to the Standing 

Advisory Committee on Radio Frequency Allocation Secretariat”;  

(B) in sub-rule (1) of rule 9, for the words, “Ahmedabad and Nagpur airports”, the words, “Ahmedabad, Nagpur 

airports and at any other office that may be notified by the Airports Authority of India from time to time” shall be 

substituted; 

(C) after rule 9, the following rule shall be inserted, namely:- 

“9(A) (1) Validity and Renewal.- The validity of the No Objection Certificate shall be eight  years from the date of 

issue. One-time renewal without assessment may be allowed upto four years. 

Provided that the construction work has commenced and such request is made within six months of expiry of 

validity of the No Objection Certificate and the delay is due to circumstances which are beyond the control of the 

developer.  

(2) In case the No Objection Certificate is revised after review or appeal, the validity of the No Objection Certificate 

shall be eight years from the date of issue of revised No Objection Certificate. 

Provided that in cases where the construction work has not started during the initial validity period of No 

Objection Certificate, renewal shall not be considered and the height of such buildings or structures shall be 

reassessed in accordance with the provisions of these rules.”; 

(D) in rule 16.-  

(i) for the words, “during their assessment validity period of eight years for the buildings and twelve ears 

for the structures such as masts, chimney and towers etc.”, the words, “during the validity period of the 

No Objection Certificate, including renewal period”, shall be substituted.  

(ii) the provisio shall be omitted. 

(E) after rule 16, the following rule shall be inserted, namely:- 

“17. Accuracy requirement.- The accuracy requirement for site elevation shall be 05m AMSL. The accuracy 

requirement for World Geodetic System-84 Coordinates is 1/10th of a second in the format of DD MM SS.s and 

position accuracy should be within 3 meters. The accuracy requirement for site elevation and top elevation of 

structures/ buildings shall be 0.5 meters AMSL.” 

(F) in SCHEDULE – I:- 

(i) in clause 1.2, after the words, “High Tension lines”, the words, “as defined in the Indian Electricity Rules, 

1956”, shall be inserted.; 

(ii) for clause 3.1, the following shall be substituted, namely:- 

“Very High Frequency Omni Range (VOR)/collocated Distance Measuring Equipment (DME) and 

Very High Frequency Direction Finder (VHF DF): A land area within 300 m radius from the centre of 

DVOR counter poise for DVOR/DME and Antenna for VHF DF.” 

(iii) for clause 3.2.4, the following shall be substituted, namely:- 

“3.2.4: The area spreads behind the LLZ antenna by 20 meter and bounded by trapezium made by one line 

along the LLZ antenna array and 60 meters’ on either side from the center of the array and another parallel 

line behind the antenna by 20 meters and 45 meters on either side from the extended runway centerline as 

depicted in Appendix K, Schedule VIII.” 

(iv) for clause 3.8, the following shall be substituted, namely:- 
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“Para 3.8: Microwave Link/ Ultra High Frequency (UHF) Link: Within the corridor between the two link 

sites having dimensions of 30 meters on either side of the direct line of sight in horizontal plane and 10 meters 

below from the direct line of sight in the vertical plane.” 

(v) clause 3.9 shall be omitted;   

(vi) for clause 3.10, the following shall be substituted, namely:- 

“Para 3.10: NDB/Locator/En-route Beacons: A land area within a radius of 60 meters from centre of 

antenna.”; 

 

(vii) for clause 3.11, the following shall be substituted, namely:- 

“Para 3.11: High Frequency (HF) Remote Receiver: Land area upto a distance of minimum 1525 meters of 

all the HF Receiver Antenna installed in Remote Receiver station.”; 

(viii) in the clause 3.12, the words, “Automatic Dependence Surveillance – Broadcast (DME/ADS-B) shall be 

omitted.; 

(ix) in the clause 3.14 

(a) for the word, “will”, the word, “shall” shall be substituted,  and 

(b) for the words, “Radar antenna”, the words, “reference transmitter antenna” shall be substituted.; 

(x) in clause 3.15, 

(a) for the word, “will”, the word, “shall” shall be substituted, and  

(b) for the words, “Radar antenna”, the words, “MLAT sensor antenna” shall be substituted. 

(xi) for clause 3.16, the following shall be substituted; namely:-  

“3.16: Ground Based Augmentation System Reference Receiver/GBAS VDB Monitoring Station/ 

Indian Land Uplink Station (INLUS): A land area within the radius of 400 meters of the antenna.”; 

(xii) for clause 3.17, the following shall be substituted, namely:- 

“Para 3.17: Ground Based Augmentation System VHF Data Broadcast (GBAS VDB) station: A land 

area within the radius of 300 meters of the site.”; 

(xiii) for clause 3.18, the following shall be substituted, namely:- 

“Para 3.18: Indian National Reference Station (INRES): A land area within the radius 100 meters of the 

antenna.”; 

(xiv)  after clause 3.20, the following clause shall be inserted, namely:- 

“Para 3.21: RCAG/Automatic Dependent Surveillance-Broadcast (ADS-B):- No structure shall be permitted 

on land above the level of 3 meters below the antenna base up to distance of 300 meters from the 

antenna.”; 

(xv)  in Table 1.1, for the word, “Aerodrome”, wherever it appears, the word, “Aeroplane” shall be substituted;  

(xvi) in item number 4. ix), for the word, “lower”, the word “higher” shall be substituted; 

(xvii)  in item number 4. x) (a), for the number, “200”, the number, “175”, shall be substituted;  

(xviii)  in item number 4. x) (b), for the number, “200”, the number, “175”, shall be substituted.  

(xix)  in item number 4. xiii) (c), 

(a) the words, “or Outer Locator” shall be omitted, and  

(b) for the number, “1853”, the number, “1852” shall be substituted;  

(G) in SCHEDULE II:- 
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(i) for the ‘Purpose’, the following shall be substituted:- 

 “Purpose.- 

 The height or permissible elevation for the structure, requiring grant of NOC, shall be calculated based upon 

the International Civil Aviation Organization (ICAO) Annex 14 Chapter 4 Obstacle Restriction and 

Removal, Annex 10 volume I Radio Navigation Aids and ICAO PANS-OPS Doc 8168, Vol.II (Construction 

of Visual and Instrument Flight Procedures), ICAO Doc 9905 Required Navigation Performance 

Authorization Required (RNP AR) Manual, DGCA Guidelines on Design, Validation, Approval and 

Promulgation of Instrument Flight Procedures and any other related ICAO document defining the 

operational requirements for minimum altitudes of various segments of published or proposed instrument 

approach procedures.”; 

(ii) in table 2.2:- 

(a) in column 2, for the word, “Aerodrome”, the word, “Aeroplane” shall be substituted. 

(b) conditions attached in the cells of the table, denoted by “*” & “**”, wherever they appear, along with their 

explanation under the table, shall be omitted.  

(c) a column, viz., “Horizontal Section (Meter)”, shall be inserted after the column, “Precision Approach 

Runway - Second Section Length (Meter) & slope”, as under:  

Code No. 1 2 3 4 

Horizontal 

Section 

(Meter) 

-  - 8400 8400 

 

(iii)  in table 2.3 and table 2.4, for the word, “Aerodrome”, wherever it appears, the word, “Aeroplane”, shall 

be substituted.; 

(iv)  in table 2.4, against code number 2, under the heading, ‘Non-Instrument Runway’, and sub-heading, 

‘Radius (Meter)’, for the number, “2000”, the number, “2500” shall be substituted.  

(v)  in clause 1.4.1.2, after the words, “at the two ends”, the words, “of the runway”, shall be inserted; 

(vi)  in clause 1.5.1, after the words, “a vertical plane perpendicular to the Inner Horizontal Surface”, the 

words, “and shall continue upto a height of 300 meters.”, shall be inserted; 

(vii)  the clause 1.6.6 shall be omitted; 

(viii)  in clause 1.7.1, for the words, “category I, II and III”, the words, “category II and III” shall be 

substituted.  

(ix)  after clause, 1.7.1.3, the clause shall be inserted as follows:  

“1.7  Outer Transitional Surface 

1.7.1 In order to avoid abrupt vertical changes in surfaces, the surfaces beyond the conical surfaces will 

slope laterally at 1:7 from edges of the approach and take off surfaces between the permissible heights of 

150m to 300m. 

(For illustration refer to Appendix -B of Schedule VIII).”; 

(x) in clause 2, the following shall be inserted, namely:-  

“The limit of service volume of CNS equipment extend up to a maximum distance of 20 km from the CNS 

facility, except in case of ILS Localizer, wherein it extends upto 35 Km.”; 

(xi) for clause 2.5.1.1, the following shall be substituted, namely:- 

“2.5.1.1: Beyond 500 meters from particular Radar site, the height of the permissible structures shall be 

increased at the rate of 0.05 meter per meter from 3 meter below the centre of antenna pedestal upto a point 



12       THE   GAZETTE   OF  INDIA : EXTRAORDINARY              [PART II—SEC. 3(i)] 

wherein the line drawn from a point 10% below the minimum sector altitude at the farthest point (from 

Radar site) or any other designated MSA at different distance in same sector whichever is closer to horizon, 

to the center of antenna pedestal intersects. Beyond the above stated point no object shall be permitted to 

protrude above the line drawn from a point 10% below the minimum sector altitude at the farthest point 

(from Radar site) or any other designated MSA at different distance in same sector whichever is closer to 

horizon to the center of antenna pedestal. (For illustration refer to Appendix -C of Schedule VIII).; 

(xii) in clause 2.5.1.1, for the ‘Note’, following shall be substituted, namely:-  

“Note 1: In case of Airport served with different MSA in different sectors, buffer of 5 NM shall be 

applicable around sector of lower MSA. 

Note 2: Wireless/Mobile communication antenna masts, flag/light poles which are beyond 2 KM   from the 

Radar Antenna shall be considered clear from the ASR. 

Note 3: TV towers and other high towers/chimneys etc. shall be continued to be examined as per para 2.5.1 

above.”; 

(xiii) for clause 2.5.2.2, the following shall be substituted, namely:- 

“2.5.2.2: After multi radar system is operationalized and integrated, the maximum height permissible in the 

integrated system shall be considered for grant of height to the applicant. However, from the Radar 

performance requirement point of view, the structures are to be examined, as follows, to ensure that there is 

no degradation of Radar performance.  

a) Within one kilometer from any of the Radar (ASR/MSSR), structures shall be examined from the 

respective radar (ASR/MSSR) as per para 2.5.1.   

b) The metallic structures beyond one kilometer from all the Radars (ASR/MSSR), but between one to 

two Kilometer from any of the Radars (ASR/MSSR), shall be examined from respective Radar 

(ASR/MSSR) as per Para 2.5.1.  

c) The non-metallic structures beyond one kilometer from all the Radars (ASR/MSSR), but between one 

to two Kilometer from any of the Radars (ASR/MSSR),  shall be permitted highest permissible height, 

as per IV below.  

d) Objects beyond two kilometer from all the Radars (ASR/MSSR), highest permissible height among 

integrated & operational ASR sites shall be permitted as per para 2.5.1. 

Note-I: Reinforced Cement Concrete (RCC) structures shall also be treated as Metallic structures.  

Note-II: Above criterion will not be applicable for wind farms and EHT/HT lines.”;  

(xiv) for clause 2.6, the following shall be substituted, namely:- 

“2.6: Beyond 200 meters from particular Radar site, the height of the permissible structures shall be 

increased at the rate of 0.05 meter per meter, from 5 meter below the center of Antenna Pedestal up to a 

point wherein the line drawn from Antenna pedestal at an elevation angle of 0.5 degree or the Antenna tilt 

angle whichever is higher, intersects. Beyond the above stated point no object shall be permitted to protrude 

above the line drawn at an angle of 0.5 degree from antenna pedestal or an angle equal to antenna tilt angle 

whichever is higher.  

(For illustration refer to Appendix -D of Schedule VIII).”;  

(xv) for clause 2.6.1, the following shall be substituted, namely:- 

“2.6.1: Monopulse Secondary Surveillance Radar/ Secondary Surveillance Radar (MSSR/SSR) 

a) For collocated MSSR/SSR: Same as Air Surveillance Radar/Air Route Surveillance Radar with which it 

is collocated. 

b) For stand-alone MSSR/SSR: As per operational use (Approach/ Enroute).”; 

(xvi) for clause 2.7, the following shall be substituted, namely:- 
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“2.7.-Remote Control Air to Ground Communication (RCAG)/Automatic Dependence Surveillance –

Broadcast (ADS-B) 

No structure (located beyond the area of 300 Meter radius as specified in Annexure-I) shall subtend a 

vertical angle greater than 1.0 degree up to a radius of 2 Kilometer from RCAG/ADS–B antenna.”; 

(xvii) for clause 2.8.2, the following shall be substituted, namely:- 

“2.8.2.-Beyond the distance of 200 M from A-SMGCS Ref TX, no structure shall be permitted in the 

corridors between the Reference Transmitter and associated MLATS, the dimension of each corridor being 

5 meters on either side of the direct line of sight in Horizontal plane and 5 meters below from the direct line 

of sight in vertical plane.”; 

(xviii) for clause 2.9, the following shall be substituted, namely:- 

“2.9.- “Ground Based Augmentation System (GBAS) Reference receiver/ GBAS VDB Monitoring 

Station/ Indian Land Uplink Station (INLUS)/ Indian National Reference Station (INRES): 

No structure located beyond the area as specified in Annexure-I, shall subtend a vertical angle greater than 

3.0 degree up to a radius of 3 Kilometer from GBAS Reference receiver/GBAS VDB Monitoring Station/ 

Indian Land Uplink Station (INLUS)/ Indian National reference Station (INRES) Antenna System.”; 

(xix) in clause 2.12:- 

a)  for the word, “High Tension”, wherever it appears, the words, “Extra High Tension/High Tension” shall 

be substituted.  

b)  for the word, “HT”, wherever it appears, the words, “Extra High Tension/High Tension” shall be 

substituted.  

c)  for the words, “will” and “may”, wherever they appear, the words, “shall” be substituted.  

d)  for the clause 2.12.2. c, the following shall be substituted: 

 “VOR: EHT/HT lines shall be permitted only upto an angle of elevation of 0.5 degrees from the centre 

of counterpoise and if these lines are on the radial, they  shall be permitted upto an angle of elevation of 

1 degree from the centre of counterpoise.” 

 

e)  for the clause 2.12.2.d, the following shall be substituted:  

 “ASR/ MSSR, ARSR and MSSR: no HT lines shall be permitted upto 1 km no EHT lines shall be 

permitted upto 2 km.”  

f)  after clause 2.12.2.d, the following note shall be inserted: 

“Note:  The Power Transmission line masts, shall be treated in a radial if they fall within + 01 degree 

when seen from the CNS facility/facilities.”; 

(xx) after clause 2.12, the following clauses, shall be inserted, namely:- 

“2.13: NDB/Locators : No structure (located beyond the area of 30 Meter radius as specified in  

Annexure-I) shall subtend a vertical angle greater than 5.0 degree up to a radius of 1 km from NDB/ 

Locators Antenna. 

2.14: Ground Based Augmentation System VHF Data Broadcast (GBAS VDB): No structure (located 

beyond the area of 300 Meter radius as specified in Annexure-I) shall subtend a vertical angle greater than 

0.9 degree up to a radius of 3 Kilometers from GBAS VDB Antenna.”; 

(xxi) in clause 3.3 in Note 1;- 

(a) for the word, “approach”, wherever it appears, the word, “flight” shall be substituted.; 

(b) for the word, “AIP India”, the words, “AIP India/AIP Supplement/G series NOTAM etc.”, shall be 

substituted.; 
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(xxii) in clause 4.3: 

(a) for the word, “could” the word, “shall” shall be substituted.; 

(b) for the words, “the highest terrain  of permanent nature”, the words, “any natural terrain”, shall be 

substituted.;                                                                                                                                                                      

(c) for the words, “falling below a line drawn from the top and both the extremities of the terrain of 

permanent nature, to the facility and extrapolation of the same plane behind from the said obstacle”, the 

words, “behind the natural terrain when seen from the facilities and falling below the extrapolated line 

drawn from the respective facilities to the highest point of terrain and in line with extremities of the 

proposed structure”, shall be substituted.;  

(xxiii) in clauses 7(k) and 7(m), for the word, “mast”, wherever it appears, the word, “mass” shall be substituted.  

(H) In Schedule VIII:- 

(i) for the Appendix C and Appendix ‘D’, the following shall be substituted, namely:-  

 

 

“     APPENDIX – C 
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APPENDIX – D 

 

 

[F. No. AV-24011/28/2017-AAI-MOCA] 

ARUN KUMAR,  Jt. Secy.  

Note.- The principal rules were published in the Gazette of India, vide notification number G.S.R.751(E) dated 

30.09.2015 and last amended by G.S.R.610 (E) dated 14
th

 June, 2016 published in the Gazette of India, 

Extraordinary, Part II, Section 3, Sub-Section (i).  
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